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L

Nominal Diameter

3/4 7/8 1 1 1/4 1 1/2 2 2 1/2

L1 Cat # L1 Cat # L1 Cat # L1 Cat # L1 Cat # L1 Cat # L1 Cat #

1 3/4 7/8 LP6-14 7/8 LP7-14 7/8 LP8-14

2 1/4 7/8 LP6-18 7/8 LP7-18 7/8 LP8-18

2 3/4 7/8 LP6-22 7/8 LP7-22 7/8 LP8-22 7/8 LP10-22

3 1/4 7/8 LP6-26 7/8 LP7-26 7/8 LP8-26 7/8 LP10-26

3 3/4 7/8 LP6-30 7/8 LP7-30 7/8 LP8-30 7/8 LP10-30 1 3/8 LP12-30

4 1/4 1 3/8 LP6-34 1 3/8 LP7-34 1 3/8 LP8-34 7/8 LP10-34 1 3/8 LP12-34

4 3/4 1 3/8 LP6-38 1 3/8 LP7-38 1 3/8 LP8-38 1 3/8 LP10-38 1 3/8 LP12-38

5 1/4 1 3/8 LP6-42 1 3/8 LP7-42 1 3/8 LP8-42 1 3/8 LP10-42 1 3/8 LP12-42

5 3/4 1 7/8 LP6-46 1 3/8 LP7-46 1 3/8 LP8-46 1 3/8 LP10-46 1 3/8 LP12-46 1 7/8 LP16-46 2 3/8 LP20-46

6 1/4 1 7/8 LP6-50 1 7/8 LP7-50 1 3/8 LP8-50 1 3/8 LP10-50 1 3/8 LP12-50

6 3/4 1 7/8 LP6-54 1 7/8 LP7-54 1 7/8 LP8-54 1 7/8 LP10-54 1 3/8 LP12-54 1 7/8 LP16-54 2 3/8 LP20-54

7 1/4 1 7/8 LP6-58 1 7/8 LP7-58 1 7/8 LP8-58 1 7/8 LP10-58

7 3/4 1 7/8 LP6-62 1 7/8 LP7-62 1 7/8 LP8-62 1 7/8 LP10-62 1 7/8 LP12-62 1 7/8 LP16-62 2 3/8 LP20-62

8 1/4 1 7/8 LP7-66 1 7/8 LP8-66 1 7/8 LP10-66

8 3/4 1 7/8 LP7-70 1 7/8 LP8-70 1 7/8 LP10-70 1 7/8 LP12-70 1 7/8 LP16-70 2 3/8 LP20-70

9 1/4 1 7/8 LP6-74 1 7/8 LP8-74 1 7/8 LP10-74

9 3/4 1 7/8 LP8-78 1 7/8 LP10-78 1 7/8 LP12-78 1 7/8 LP16-78 2 3/8 LP20-78

10 1/4 1 7/8 LP8-82 1 7/8 LP10-82

10 3/4 1 7/8 LP7-86 1 7/8 LP8-86 1 7/8 LP10-86 1 7/8 LP12-86 1 7/8 LP16-86 2 3/8 LP20-86

11 1/4 1 7/8 LP8-90 1 7/8 LP10-90

11 3/4 1 7/8 LP8-94 1 7/8 LP10-94 1 7/8 LP12-94 1 7/8 LP16-94 2 3/8 LP20-94

12 1/4 1 7/8 LP7-98 1 7/8 LP8-98 1 7/8 LP10-98

12 3/4 1 7/8 LP10-102 1 7/8 LP12-102 1 7/8 LP16-102 2 3/8 LP20-102

13 3/4 1 7/8 LP10-110 1 7/8 LP12-110 1 7/8 LP16-110 2 3/8 LP20-110

14 3/4 1 7/8 LP10-118 1 7/8 LP12-118 1 7/8 LP16-118 2 3/8 LP20-118

15 3/4 1 7/8 LP10-126 1 7/8 LP12-126 1 7/8 LP16-126 2 3/8 LP20-126

16 3/4 2 3/8 LP16-134 2 3/8 LP20-134

18 3/4 2 3/8 LP16-150 2 3/8 LP20-150

D 0.749 0.874 0.999 1.249 1.499 1.999 2.499

C 0.751 0.876 1.001 1.251 1.501 2.001 2.501

H 0.990 1.115 1.240 1.490 1.740 2.240 2.740

B 0.1875 0.250 0.250 0.3125 0.3125 0.3125 0.3125
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C +0.0005

-0.0000

D +0.0000

-0.0005

+0.000

-0.005

+0.000

-0.010

Straight Leader Pins

41
3/11 4 - 1


