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Sleeve Ejectors

4 - 11

b1
ID

d1
OD

d2
Head
Dia

L=3 L=4 L=5 L=6 L=7 L=8 L=9 L=10 L=11 L=12

3/32 3/16 3/8 3/16 SE02L03 SE02L04 SE02L05 SE02L06 SE02L07

1/8 7/32 13/32 3/16 SE03L03 SE03L04 SE03L05 SE03L06 SE03L07

5/32 1/4 7/16 3/16 SE04L04 SE04L05 SE04L06 SE04L07 SE04L08 SE04L09 SE04L10

3/16 5/16 1/2 1/4 SE05L04 SE05L05 SE05L06 SE05L07 SE05L08 SE05L09 SE05L10 SE05L11 SE05L12

7/32 11/32 9/16 1/4 SE55L04 SE55L05 SE55L06 SE55L07 SE55L08 SE55L09 SE55L10

1/4 3/8 5/8 1/4 SE06L04 SE06L05 SE06L06 SE06L07 SE06L08 SE06L09 SE06L10 SE06L11 SE06L12

5/16 7/16 11/16 1/4 SE07L04 SE07L05 SE07L06 SE07L07 SE07L08 SE07L09 SE07L10 SE07L11 SE07L12

3/8 1/2 3/4 1/4 SE08L04 SE08L05 SE08L06 SE08L07 SE08L08 SE08L09 SE08L10 SE08L11 SE08L12

7/16 5/8 7/8 1/4 SE09L04 SE09L05 SE09L06 SE09L07 SE09L08 SE09L09 SE09L10 SE09L11 SE09L12

1/2 11/16 15/16 1/4 SE10L04 SE10L05 SE10L06 SE10L07 SE10L08 SE10L09 SE10L10 SE10L11 SE10L12

9/16 3/4 1 1/4 SE11L04 SE11L05 SE11L06 SE11L07 SE11L08 SE11L09 SE11L10 SE11L11 SE11L12

5/8 7/8 1 1/8 1/4 SE12L04 SE12L05 SE12L06 SE12L07 SE12L08 SE12L09 SE12L10 SE12L11 SE12L12

3/4 1 1 1/4 1/4 SE13L04 SE13L05 SE13L06 SE13L07 SE13L08 SE13L09 SE13L10 SE13L11 SE13L12

k Head Thk
b2
ID

7/64

9/64

11/64

13/64

15/64

17/64

21/64

25/64

29/64

33/64

37/64

41/64

49/64

Tolerances

Pin Diameter (d1)
+.000
-.001

Head Diameter (d2)
+.000
-.010

Head Thickness (k)
+.000
-.002

Length (L2)
+.032
-.000

Sleeve ID (b1)
+.0005
-.0000

Sleeve ID (b2) (=b1+1/64)

SelfLube Sleeve Ejectors have forged heads for maximum strength and are
supplied heat treated, ground. Nitrided and polished to reduce friction and wear.

Surface hardness is Rc 65-75.

*1 3/4 for SE02 and SE03; 2 1/4 for SE04 and larger


